
T h e  i n d i s p e n s a b l e  c l i n i c a l  e x a m i n a t i o n  i n  p o s t u r o l o g y  i s  t h e 
B a r r é ’ s  V e r t i c a l  A x i s  E x a m i n a t i o n ,  w i t h  a  s t a n d a r d i z e d  p o s i t i o n i n g 
p r o t o c o l ,  t h a t  a l l o w s  t o  d e t e r m i n e  t h e  p o s t u r a l  i m b a l a n c e  c l a s s 
a n d  t h e  i n c r i m i n a t e d  s e n s o r ( s )  d i a g n o s t i c  o r i e n t a t i o n .

T h e  s e t  c o n s i s t s  o f  a  p o s i t i o n e r ,  a  l a s e r  o n  a  t r i p o d  a n d  a  p l u m b 
l i n e .

BARRE’S VERTIC AL 
COMPLETE SET
#REF EVBCO01



PODOSCOPE 
NE W GENER ATION POSITIONER, PATENTED DESIGN

D E S C R I P T I O N
The only  device  avai lable  today that  incorporates  a  h igh-precis ion c i rcular  bubble  level  on i ts 

p lat form with four  quick ly  adjustable  feet !

The ver i f icat ion of  the hor izontal i t y  of  the posit ioning sur face and i ts  poss ible  adjustment,  are 

the guarantee of  a  re l iable  and reproduc t ible  examinat ion.

F E AT U R E S
              P R E C I S E  A D J U S T M E N T,  A L L E N  K E Y  I N C LU D E D

              S I M P L I F I E D  P O S I T I O N I N G  O F  T H E  S U B J E C T  W I T H  A  S U I TA B L E  H E E L  S TO P

              M AX I M U M  S TA B I L I T Y  W I T H  A N T I - S L I P  PA D S

              E A S Y  C L E A N I N G

              B AC T E R I O S TAT I C

T E C H N I C A L  F E AT U R E S

*FAP-French Associat ion of  Posturology

C E R T I F I C AT E S
              10 Y E A R  WA R R A N T Y

	   M A D E  I N  F R A N C E 

Dimensions 490 x  400 x  55 mm

Opening angle  -  FAP standard * 30°

Heel  spacing 60 mm

Bubble  level  sensit iv i t y 1°

Weight 6,8 kg

Mater ia ls Trespa® TopL ab® 

Color Pure White 

Maximum load 135 kg

POSITIONER



PODOSCOPE 
LASER LE VEL ON TRIPOD

D E S C R I P T I O N
Barré’s  Ver t ical  axis  effective visual ization from the back or  in profi le  and the horizontal ity of  the 

shoulder or  pelvic  girdles is  essential  in order to classify  the postural  imbalance.

The laser  system al igns per fectly with the posit ioner ’s  center ing marks and projects a ver t ical, 

sagittal ,  median and inter-malleolar  plane onto the subject.

F E AT U R E S
             L ine precis ion in  mm

             Automatic  level ing,  control  by  red /  green indicator  l ight

             Easy  to  use ,one s ingle  button

             Hor izontal  p lane adjustment  in  height  by the te lescopic  t r ipod

T E C H N I C A L  F E AT U R E S

C E R T I F I C AT S
	   C lass  2  laser  standard NF-EN 608256-1 /  A2

	

MEDIC AL PLUMB BOB 

D E S C R I P T I O N 
A s imple  and prac t ical  accessor y,  easy  to  handle  to  v isual ize  the ver t ica l ,  anter ior  or  poster ior 

scapular  plane and to  measure cer vical  or  lumbar  ar rows.

T E C H N I C A L  F E AT U R E S

Wave length 635 mm

Color Red

Projec t ion 2 cross  l ines

R ange 15 meters

Supply 2 batteries  AA (not  included)

Weight 0.75 kg 

P R I C E  L I S T

 B A R R E ’S  V E R T I C A L  CO M P L E T E  S E T. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .…€600

 I N C LU D E D  I N  O U R  K I T S  F R O M .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .…€1200

LASER LE VEL 

Dimensions 35x10mm

weight 23g

Mater ia l Brass


